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LAMP PHOTOMETRIC REPORT

MODEL: 95EL229145W/WH

POWER: 45W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 3488.4 1m /4180
-150 150
-120 120
%
s,
—o
AVERAGE BEAM ANGE (50%):114.9 DEG
¥ co C45 Cc90 C135 C180 C225 C270 C315 ¥ ® zone | @ total %
10 1138 1136 1135 1135 1136 1138 1140 1140 0- 10 109.5 109.5 3.14
20 1081 1077 1074 1074 1077 1080 1084 1084 10- 20 314.1 423.6 12.1
30 987.2 982.0 976.8 977.4 982.2 986.6 991.3 991.9 20- 30 477.5 901.1 25.8
40 861.3 854.7 848.3 849.1 855.3 860.6 866.5 867.4 30— 40 578.6 1480 42 .4
50 709.3 701.5 694.2 695.1 702.3 708.2 714.9 716.2 40- 50 605.0 2085 59.8
60 538.2 530.1 522.3 523.2 530.7 536.5 544.0 545.4 50- 60 555.4 2640 75.7
70 358.7 350.9 343.1 343.6 350.8 356.4 363.7 365.3 60— 70 439.6 3080 88.3
80 187.6 180.5 173.2 175.8 181.3 186.3 192.7 193.4 70- 80 282.0 3362 96.4
90 61.58 58.27 55.26 54.74 58.25 62.66 64.76 64.96 80- 90 126.8 3488 100
100 90-100
110 100-110
120 110-120
130 120-130
140 130-140
150 140-150
160 150-160
170 160-170
180 170-180
DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 5.0DEG 2.5DEG

Interval:
fe

Test Speed: HIGH st System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456

Temperature:25.3°C
Operators:
Test Date:31 January 2023

Humidity:65.0%
Test Distance:6.340m [K=1.0000]
Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 95EL229145W/WH

POWER: 45W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd
C (DEG)
y (DEG) 0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90
0 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157
5 1152 | 1152 | 1152 | 1152 | 1152 | 1152 | 1152 | 1152 | 1152 | 1152 | 1151 | 1151 | 1151 | 1151 | 1151 | 1151 | 1151 | 1151 | 1151
10 1138 | 1138 | 1138 | 1138 | 1137 | 1137 | 1137 | 1137 | 1136 | 1136 | 1136 | 1136 | 1136 | 1136 | 1135 | 1135 | 1135 | 1135 | 1135
15 1114 | 1114 | 1114 | 1114 | 1113 | 1113 | 1112 | 1112 | 1112 | 1112 | 1111 | 1111 | 1110 | 1110 | 1110 | 1110 | 1109 | 1109 | 1109
20 1081 | 1081 | 1080 | 1080 | 1079 | 1079 | 1078 | 1078 | 1077 | 1077 | 1076 | 1076 | 1076 | 1076 | 1075 | 1075 | 1074 | 1074 | 1074
25 1038 | 1038 | 1037 | 1037 | 1036 | 1036 | 1035 | 1035 | 1034 | 1034 | 1033 | 1033 | 1032 | 1032 | 1031 | 1031 | 1030 | 1030 | 1030
30 987 987 986 | 986 | 985 | 985 | 983 | 983 | 982 982 981 981 979 | 980 978 979 | 978 978 977
35 928 | 928 927 927 925 | 925 | 923 | 923 | 922 922 920 921 919 | 919 | 918 918 917 917 916
40 861 | 861 | 860 | 860 | 858 | 858 | 856 | 856 | 855 | 855 | 853 | 853 | 852 | 852 | 850 | 851 | 849 | 850 | 848
45 788 | 788 | 786 | 786 | 785 | 785 | 783 | 783 | 781 | 781 | 779 | 779 | 778 | 778 | 776 | 776 | 775 | 775 | 774
50 709 | 709 | 707 | 707 | 705 | 705 | 704 | 703 | 702 | 701 | 700 | 700 698 698 696 | 697 695 | 696 | 694
55 626 | 626 | 624 624 622 622 620 620 618 618 616 | 616 | 614 614 612 613 | 611 612 610
60 538 | 538 | 536 | 536 | 534 | 534 | 532 | 532 | 530 | 530 | 528 | 528 | 526 | 526 | 525 | 525 | 523 | 524 | 522
65 449 | 449 | 447 | 447 | 445 | 445 | 443 | 443 | 441 | 441 | 439 | 439 | 437 | 437 | 435 | 436 | 434 | 434 | 433
70 359 | 359 | 357 | 357 | 355 | 355 | 353 | 353 | 351 | 351 | 349 | 349 | 347 | 347 | 346 | 346 | 344 | 345 | 343
75 271 | 271 | 269 | 269 | 267 | 267 | 265 | 265 | 263 | 263 | 261 | 261 | 259 | 260 | 258 | 258 | 257 | 257 | 256
80 188 | 188 | 186 | 186 | 184 | 184 | 182 | 182 | 180 | 181 | 179 | 179 | 177 | 177 | 176 | 176 | 174 | 176 | 173
85 115 | 115 | 114 | 114 | 113 | 113 | 111 | 111 | 110 | 110 | 109 | 109 | 107 | 107 | 106 | 106 | 105 | 105 | 104
90 61.6 | 61.3 | 61.1|60.8|60.5|60.1|59.7|59.2|58.8|58.3|57.8|57.2|56.8|56.4|56.1|55.8|55.6|55.4|55.3
C Range: - 360DEG Range: 0 - 90DEG
C Interval: 5.0DEG Interval: 2.5DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:31 January 2023

%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.340m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 95EL229145W/WH

POWER: 45W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd

C (DEG)

y (DEG) 95 100 | 105 | 110 | 115 | 120 | 125 | 130 | 135 | 140 | 145 | 150 | 155 | 160 | 165 | 170 | 175 | 180 | 185
0 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157
5 1151 | 1151 | 1151 | 1151 | 1151 | 1151 | 1151 | 1151 | 1151 | 1151 | 1151 | 1151 | 1151 | 1151 | 1151 | 1151 | 1151 | 1151 | 1152
10 1135 | 1135 | 1135 | 1134 | 1135 | 1134 | 1135 | 1134 | 1135 | 1135 | 1135 | 1135 | 1135 | 1135 | 1135 | 1135 | 1136 | 1136 | 1136
15 1109 | 1109 | 1109 | 1109 | 1109 | 1108 | 1109 | 1109 | 1109 | 1109 | 1109 | 1109 | 1110 | 1109 | 1110 | 1110 | 1111 | 1111 | 1111
20 1074 | 1073 | 1074 | 1073 | 1074 | 1073 | 1074 | 1073 | 1074 | 1074 | 1074 | 1074 | 1075 | 1075 | 1075 | 1075 | 1076 | 1077 | 1077
25 1030 | 1029 | 1030 | 1029 | 1030 | 1029 | 1030 | 1029 | 1030 | 1030 | 1030 | 1030 | 1031 | 1031 | 1032 | 1031 | 1033 | 1034 | 1034
30 977 | 976 | 977 | 976 | 977 | 976 | 977 | 977 | 977 | 977 | 978 | 977 | 979 | 978 | 979 | 979 | 981 | 982 | 982
35 917 | 916 | 916 | 915 | 916 | 915 | 916 | 916 | 917 | 916 | 917 | 917 | 918 | 918 | 919 | 919 | 921 | 922 | 922
40 849 | 848 | 849 | 848 | 848 | 848 | 849 | 848 | 849 | 849 | 850 | 849 | 851 | 851 | 852 | 852 | 853 | 855 | 855
45 775 | 773 | 774 | 773 | 774 | 773 | 774 | 774 | 775 | 774 | 776 | 775 | 777 | 776 | 778 | 778 | 780 | 782 | 782
50 695 | 694 | 694 | 693 | 694 | 693 | 695 | 694 | 695 | 695 | 696 | 696 | 697 | 697 | 698 | 698 | 700 | 702 | 702
55 611 | 609 | 610 | 609 | 610 | 609 | 610 | 610 | 611 | 610 | 612 | 611 | 613 | 613 | 614 | 614 | 616 | 618 | 618
60 523 | 522 | 522 | 521 | 522 | 521 | 522 | 522 | 523 | 522 | 524 | 523 | 525 | 525 | 526 | 526 | 528 | 531 | 530
65 433 | 432 | 433 | 432 | 433 | 432 | 433 | 432 | 433 | 433 | 434 | 434 | 435 | 435 | 437 | 436 | 438 | 441 | 441
70 344 | 342 | 343 | 342 | 343 | 342 | 343 | 342 | 344 | 343 | 344 | 344 | 345 | 345 | 347 | 347 | 348 | 351 | 351
75 256 | 255 | 256 | 254 | 255 | 254 | 255 | 255 | 256 | 255 | 257 | 256 | 258 | 258 | 259 | 259 | 261 | 263 | 263
80 176 | 173 | 175 | 172 | 175 | 173 | 175 | 173 | 176 | 174 | 177 | 175 | 177 | 176 | 178 | 177 | 179 | 181 | 181
85 105 | 104 | 104 | 103 | 104 | 103 | 104 | 104 | 105 | 104 | 105 | 105 | 107 | 107 | 108 | 108 | 110 | 111 | 111
90 55.0 | 55.0 | 54.9 | 54.8 | 54.8 | 54.8 | 54.7 | 54.8 | 54.7 | 54.9 | 54.9 | 55.2 | 55.3 | 55.8 | 56.2 | 56.9 | 57.5 | 58.3 | 59.0
C Range: - 360DEG Range: 0 - 90DEG
C Interval: 5.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Operators:

Test Date:31 January 2023

Test Distance:6.340m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 95EL229145W/WH

POWER: 45W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--3 UNIT: cd

C (DEG)

y (DEG) 190 | 195 | 200 | 205 | 210 | 215 | 220 | 225 | 230 | 235 | 240 | 245 | 250 | 255 | 260 | 265 | 270 | 275 | 280
0 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157
5 1152 | 1152 | 1152 | 1152 | 1152 | 1152 | 1152 | 1152 | 1152 | 1153 | 1153 | 1153 | 1153 | 1153 | 1153 | 1153 | 1153 | 1153 | 1153
10 1137 | 1137 | 1137 | 1137 | 1138 | 1138 | 1138 | 1138 | 1138 | 1138 | 1139 | 1139 | 1139 | 1139 | 1139 | 1139 | 1140 | 1139 | 1140
15 1112 | 1112 | 1113 | 1113 | 1113 | 1113 | 1114 | 1114 | 1114 | 1114 | 1115 | 1115 | 1116 | 1115 | 1116 | 1116 | 1116 | 1116 | 1117
20 1078 | 1078 | 1079 | 1079 | 1080 | 1080 | 1080 | 1080 | 1081 | 1081 | 1082 | 1082 | 1083 | 1082 | 1083 | 1083 | 1084 | 1083 | 1084
25 1035 | 1035 | 1036 | 1036 | 1037 | 1037 | 1038 | 1038 | 1039 | 1039 | 1040 | 1039 | 1040 | 1040 | 1041 | 1041 | 1042 | 1041 | 1042
30 983 | 983 | 984 | 984 | 986 | 985 | 987 | 987 | 988 | 987 | 989 | 988 | 990 | 989 | 990 | 990 | 991 | 991 | 992
35 924 | 923 | 925 | 925 | 926 | 926 | 927 | 927 | 928 | 928 | 930 | 929 | 931 | 930 | 932 | 931 | 933 | 932 | 933
40 857 | 857 | 858 | 858 | 859 | 859 | 861 | 861 | 862 | 862 | 863 | 863 | 864 | 864 | 865 | 865 | 867 | 866 | 867
45 783 | 783 | 785 | 784 | 786 | 786 | 787 | 787 | 789 | 788 | 790 | 790 | 791 | 791 | 792 | 792 | 794 | 793 | 795
50 704 | 704 | 705 | 705 | 707 | 707 | 708 | 708 | 710 | 709 | 711 | 711 | 712 | 712 | 714 | 713 | 715 | 714 | 716
55 620 | 620 | 621 | 621 | 623 | 623 | 624 | 624 | 626 | 626 | 627 | 627 | 629 | 628 | 630 | 630 | 631 | 631 | 632
60 532 | 532 | 534 | 534 | 535 | 535 | 537 | 536 | 538 | 538 | 540 | 539 | 541 | 541 | 543 | 542 | 544 | 544 | 545
65 443 | 442 | 444 | 444 | 446 | 445 | 447 | 447 | 448 | 448 | 450 | 449 | 451 | 451 | 453 | 452 | 454 | 454 | 455
70 352 | 352 | 354 | 354 | 355 | 355 | 357 | 356 | 358 | 358 | 360 | 359 | 361 | 361 | 362 | 362 | 364 | 363 | 365
75 265 | 264 | 266 | 266 | 268 | 267 | 269 | 269 | 270 | 270 | 272 | 271 | 273 | 273 | 274 | 274 | 276 | 275 | 277
80 183 | 182 | 184 | 184 | 185 | 185 | 187 | 186 | 188 | 188 | 189 | 189 | 190 | 190 | 192 | 191 | 193 | 192 | 194
85 113 | 112 | 114 | 114 | 115 | 115 | 116 | 116 | 117 | 117 | 118 | 118 | 119 | 119 | 120 | 119 | 121 | 120 | 122
90 59.6 | 60.2 | 60.8 | 61.3 | 61.7 | 62.1 | 62.4 | 62.7 | 62.8 | 63.0 | 63.2 | 63.4 | 63.6 | 63.9 | 64.2 | 64.5 | 64.8 | 65.1 | 65.3
C Range: - 360DEG Range: 0 - 90DEG
C Interval: 5.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Operators:

Test Date:31 January 2023

Test Distance:6.340m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 95EL229145W/WH
POWER: 45W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--4 UNIT: cd

C (DEG)

y (DEG) 285 | 290 | 295 | 300 | 305 | 310 | 315 | 320 | 325 | 330 | 335 | 340 | 345 | 350 | 355
0 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157 | 1157
5 1153 | 1153 | 1153 | 1153 | 1153 | 1153 | 1153 | 1153 | 1153 | 1153 | 1153 | 1153 | 1153 | 1153 | 1153
10 1140 | 1140 | 1140 | 1140 | 1140 | 1140 | 1140 | 1140 | 1140 | 1140 | 1140 | 1140 | 1139 | 1139 | 1139
15 1116 | 1117 | 1117 | 1117 | 1117 | 1117 | 1117 | 1117 | 1116 | 1117 | 1116 | 1116 | 1116 | 1116 | 1115
20 1084 | 1085 | 1084 | 1085 | 1084 | 1085 | 1084 | 1085 | 1084 | 1084 | 1083 | 1084 | 1083 | 1083 | 1082
25 1042 | 1043 | 1042 | 1043 | 1042 | 1043 | 1042 | 1043 | 1042 | 1042 | 1042 | 1042 | 1041 | 1041 | 1040
30 991 | 992 | 992 | 993 | 992 | 993 | 992 | 993 | 992 | 992 | 991 | 991 | 990 | 990 | 989
35 933 | 934 | 933 | 934 | 933 | 934 | 933 | 934 | 933 | 934 | 932 | 933 | 931 | 932 | 930
40 867 | 868 | 867 | 868 | 868 | 869 | 867 | 868 | 867 | 868 | 866 | 867 | 865 | 865 | 864
45 794 | 795 | 795 | 796 | 795 | 796 | 795 | 796 | 794 | 795 | 794 | 794 | 792 | 793 | 791
50 715 | 717 | 716 | 717 | 716 | 717 | 716 | 717 | 716 | 716 | 715 | 715 | 714 | 714 | 712
55 632 | 633 | 632 | 634 | 633 | 634 | 633 | 634 | 632 | 633 | 631 | 632 | 630 | 630 | 628
60 544 | 546 | 545 | 547 | 546 | 547 | 545 | 547 | 545 | 546 | 544 | 545 | 543 | 543 | 541
65 454 | 456 | 455 | 457 | 456 | 457 | 456 | 457 | 455 | 456 | 454 | 455 | 453 | 454 | 451
70 364 | 366 | 365 | 366 | 365 | 366 | 365 | 366 | 365 | 366 | 364 | 365 | 363 | 363 | 361
75 276 | 277 | 277 | 278 | 277 | 278 | 277 | 278 | 277 | 277 | 276 | 276 | 275 | 275 | 273
80 193 | 194 | 193 | 195 | 194 | 195 | 193 | 194 | 193 | 194 | 192 | 193 | 191 | 192 | 190
85 121 | 122 | 121 | 122 | 122 | 122 | 121 | 122 | 121 | 121 | 120 | 120 | 118 | 119 | 117
90 65.4 | 65.6 | 65.6 | 65.6 | 65.5 | 65.2 | 65.0 | 64.6 | 64.3 | 63.9 | 63.5 | 63.1 | 62.8 | 62.6 | 62.4
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 5.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.340m [K=1.0000]

Test Date:31 January 2023 Remarks:



