
 

 

 

 

 

 

   

 

 

 

 

 

 

  

 

 

  

  

 

  

 

 

 

 

 

 

 

 

 

GENERAL INFORMATION » 

 Rated voltage: 230V / 50-60Hz 

 Lamp holder: 2xE27  

 Body: Resin with opal diffuser with silicone rubber 

gasket  

 UV-rays stabilized, rust and corrosion-free.  

 Colour body: Black, White 

 Sensor: Motion & daylight 

 Detection angle: 30° - 150° 

 Fields of detection: from 1 up to 5 mt (adjustable) 

 Lamp not included 

 Suitable for wall and ceiling installation  

 Insulation class II  

 Operating temperature: -20° ÷ + 65°C  

 Protection against dust and moisture: IP66Installation 

height: 2.2 - 4m 
 

FEATURES » 

 Environmentally friendly - no mercury and lead  

 No ultraviolet and infrared rays  

 Resistant to shock and vibration stable body  

 Easy Installation 

 

 

 

 

 

APPLICATION » 

 Suitable for outdoor use  
 Additional, aesthetic, directional, architectural lighting  

for buildings, facades, fences' columns and  

other outdoor sites  
 Places with high level of moisture 
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elmarkholding.eu 

TECHNICAL SPECIFICATION SHEET 

PRODUCT DETAILS » 

Catalogue  
number 

Model Diameter 
(mm) 

Height 
(mm) 

Lampholder Colour 
body 

95UMBERTA/BL BULKHEAD 350 94 2xE27 Black 

95UMBERTA/WH BULKHEAD 350 94 2xE27 White 

95UMBERTAS/BL BULKHEAD WITH SENSOR 350 94 2xE27 Black 

95UMBERTAS/WH BULKHEAD WITH SENSOR 350 94 2xE27 White 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ADDITIONAL INFORMATION » 

Catalogue  
number 

Barcode Packing/Box  
(pcs) 

95UMBERTA/BL 8031874005008 1/12 

95UMBERTA/WH 8031874005282 1/12 

95UMBERTAS/BL 8031874005039 1/12 

95UMBERTAS/WH 8031874005312 1/12 
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