
EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 1 Of 3

LAMP PHOTOMETRIC REPORT

MODEL: 96GRF1/2445220W

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 1507.5 lm



  10   0- 10

  20  10- 20
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  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120
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 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

3579 3452 3363 3346 3427 3554 3658 3673 423.0 423.0 28.1

685.4 664.6 635.5 630.9 657.0 693.7 714.8 709.2 478.0 901.0 59.8

278.3 278.2 273.5 281.3 283.7 280.2 276.6 278.2 185.8 1087 72.1

167.5 161.6 162.5 170.2 168.6 167.8 168.6 170.8 139.7 1227 81.4

121.8 121.5 121.4 126.1 124.5 120.5 122.2 122.7 109.4 1336 88.6

76.16 85.31 76.52 87.95 77.75 83.36 77.59 83.58 91.13 1427 94.7

32.98 39.92 33.06 40.65 33.04 38.29 33.69 38.78 57.49 1485 98.5

5.839 7.089 5.531 7.036 5.944 6.985 6.048 7.066 20.92 1506 99.9

0.2274 0.2213 0.2176 0.2249 0.2135 0.2144 0.2037 0.2124 1.898 1507 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.340m [K=1.0000]Operators:
Test Date:01 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF1/2445220W

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 5366

5 4962

10 3579

15 1691

20 685

25 383

30 278

35 227

40 167

45 140

50 122

55 99.4

60 76.2

65 53.3

70 33.0

75 16.5

80 5.84

85 0.76

90 0.23

10

5366

4950

3561

1684

685

382

278

226

172

140

121

98.5

75.4

52.8

32.8

16.6

5.93

0.73

0.22

20

5366

4920

3516

1645

677

379

281

223

164

138

120

98.5

77.8

54.6

34.4

17.8

6.28

0.75

0.22

30

5366

4903

3496

1636

672

378

279

222

163

138

121

102

81.6

58.2

37.5

19.7

7.05

0.74

0.22

40

5366

4873

3459

1601

665

373

278

219

162

137

121

103

84.3

60.9

39.3

20.4

7.21

0.71

0.22

50

5366

4859

3445

1597

664

371

278

216

162

138

122

104

86.3

62.2

40.6

20.9

6.96

0.68

0.22

60

5366

4833

3415

1568

658

368

277

216

161

137

121

103

85.4

61.9

40.4

20.9

7.02

0.65

0.22

70

5366

4827

3403

1563

655

365

276

215

162

138

122

103

83.7

60.3

38.9

19.9

6.99

0.61

0.22

80

5366

4808

3371

1531

644

360

275

214

161

138

121

101

80.3

56.8

35.0

17.7

5.95

0.61

0.22

90

5366

4802

3363

1526

635

357

273

217

163

139

121

99.6

76.5

53.7

33.1

16.4

5.53

0.59

0.22

100

5366

4788

3340

1503

626

355

276

217

163

139

121

97.8

75.3

52.7

32.6

16.3

5.68

0.61

0.21

110

5366

4788

3347

1511

624

356

277

219

164

140

122

99.9

78.0

54.8

34.3

18.0

6.12

0.62

0.22

120

5366

4780

3334

1506

621

355

278

218

165

141

123

104

82.8

58.5

37.4

19.6

6.90

0.68

0.22

130

5366

4787

3345

1524

628

357

280

220

172

143

126

106

86.9

61.9

40.2

20.7

7.18

0.73

0.22

140

5366

4785

3346

1524

633

360

283

225

169

144

126

107

89.0

63.6

41.0

20.9

6.89

0.81

0.23

150

5366

4800

3371

1552

643

364

286

227

170

146

128

108

88.8

63.5

40.9

21.2

7.39

0.82

0.23

160

5366

4802

3378

1557

643

365

288

227

170

146

128

107

87.0

61.8

39.2

20.2

7.35

0.86

0.23

170

5366

4821

3409

1582

649

365

287

228

170

146

127

105

82.8

57.7

35.1

17.9

6.41

0.83

0.23

180

5366

4835

3427

1601

657

366

284

225

169

144

125

102

77.7

53.7

33.0

16.2

5.94

0.78

0.21

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.340m [K=1.0000]Operators:
Test Date:01 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF1/2445220W

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 5366

5 4846

10 3445

15 1610

20 662

25 370

30 283

35 224

40 166

45 140

50 122

55 98.4

60 75.5

65 52.4

70 32.5

75 16.3

80 5.50

85 0.72

90 0.21

200

5366

4872

3485

1647

673

374

280

225

171

139

120

98.3

76.8

54.3

33.7

17.6

5.63

0.74

0.21

210

5366

4891

3502

1661

678

377

279

223

164

138

120

99.5

79.5

56.3

35.8

18.9

6.20

0.72

0.22

220

5366

4920

3544

1702

690

383

281

224

171

138

120

102

82.5

58.3

37.9

19.4

6.77

0.75

0.22

230

5366

4940

3564

1717

697

384

279

226

165

138

121

101

84.2

59.7

38.7

19.9

7.20

0.75

0.21

240

5366

4971

3605

1753

709

389

281

227

173

139

122

103

84.0

60.1

39.1

20.3

7.54

0.74

0.21

250

5366

4984

3622

1760

710

388

281

228

167

139

121

102

83.3

59.4

38.0

19.5

7.25

0.71

0.21

260

5366

5009

3655

1790

716

390

281

227

169

141

122

101

81.2

57.6

35.2

17.8

6.49

0.67

0.21

270

5366

5011

3658

1787

715

388

277

228

169

141

122

99.4

77.6

54.5

33.7

16.6

6.05

0.67

0.20

280

5366

5028

3679

1805

720

390

277

229

170

141

122

99.1

76.6

53.6

33.3

16.7

6.07

0.66

0.20

290

5366

5029

3676

1795

715

390

278

229

169

140

121

98.3

77.8

54.8

34.4

18.0

6.42

0.69

0.20

300

5366

5038

3691

1803

716

391

277

230

169

141

122

102

80.5

57.4

36.8

19.7

7.06

0.73

0.21

310

5366

5032

3670

1783

709

390

278

230

168

140

122

103

82.9

59.1

38.3

20.2

7.25

0.76

0.21

320

5366

5033

3677

1786

709

390

279

228

174

141

123

102

84.3

60.0

39.3

20.4

6.88

0.77

0.21

330

5366

5010

3652

1755

701

389

278

231

168

140

122

103

83.8

60.0

39.3

20.3

6.66

0.69

0.22

340

5366

5005

3646

1750

700

389

280

229

174

141

123

104

82.7

59.0

37.8

19.6

6.44

0.67

0.22

350

5366

4983

3608

1721

689

385

281

226

167

140

123

102

80.2

56.1

34.3

17.5

5.72

0.73

0.22

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.340m [K=1.0000]Operators:
Test Date:01 September 2022 Remarks:


