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LAMP PHOTOMETRIC REPORT

MODEL: 96GRF1/244524

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1362.8 1m ~/+180
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AVERAGE BEAM ANGLE (50%) :25.1 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 3550 3366 3161 3049 3086 3263 3480 3618 0- 10 393.8 393.8 28.9
20 858.8 747.4 648.1 623.7 629.1 722.4 841.8 840.7 10- 20 472.6 866.4 63.6
30 257.3 252.5 249.7 247.5 246.2 252.0 257.4 263.0 20- 30 187.4 1054 77.3
40 136.6 131.8 128.3 124.7 124.2 130.0 137.1 140.5 30— 40 119.9 1174 86.1
50 84.90 81.94 79.30 78.12 77.87 80.81 84.89 87.32 40- 50 79.77 1254 92
60 52.92 50.81 48.48 48.17 48.04 50.78 52.77 54.37 50- 60 58.70 1312 96.3
70 24.12 22.67 20.39 20.36 20.39 22.90 24.04 25.87 60— 70 36.09 1348 98.9
80 4.893 4.439 3.499 3.464 3.454 4,481 4,853 5.727 70- 80 13.05 1361 99.9
90 0.2026 0.1941 0.2044 0.2117 0.2162 0.2023 0.2017 0.2090 80- 90 1.447 1363 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:01 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF1/244524
POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868
5 4689 | 4678 | 4644 | 4632 | 4594 | 4577 | 4535 | 4514 | 4470 | 4450 | 4412 | 4403 | 4385 | 4391 | 4376 | 4383 | 4366 | 4375 | 4396
10 3550 | 3536 | 3468 | 3448 | 3378 | 3353 | 3279 | 3251 | 3181 | 3161 | 3097 | 3090 | 3048 | 3063 | 3035 | 3052 | 3024 | 3045 | 3086
15 1826 | 1935 | 1754 | 1865 | 1677 | 1657 | 1590 | 1565 | 1507 | 1492 | 1451 | 1450 | 1423 | 1431 | 1409 | 1418 | 1394 | 1410 | 1447
20 859 | 756 | 828 | 727 | 796 | 699 | 678 670 653 | 648 633 | 631 624 628 620 622 614 618 629
25 407 | 406 | 398 | 395 | 387 | 383 | 374 | 370 | 365 | 361 | 354 | 353 | 351 | 350 | 347 | 348 | 346 | 347 | 352
30 257 | 259 | 255 | 256 | 253 | 253 | 252 | 249 | 249 | 250 | 248 | 248 | 248 | 246 | 249 | 248 | 246 | 246 | 246
35 201 | 200 | 197 | 194 | 192 | 193 | 189 | 187 | 186 | 184 | 183 | 183 | 181 | 180 | 181 | 179 | 178 | 179 | 180
40 137 | 136 | 134 | 134 | 132 | 132 | 130 | 129 | 127 | 128 | 127 | 127 | 126 | 125 | 124 | 124 | 123 | 124 | 124
45 105 | 105 | 103 | 103 | 102 | 102 | 101 | 101 | 99.5|99.6 | 98.7 | 98.7 | 97.5 | 98.4 | 97.5 | 97.2 | 97.0 | 97.1 | 96.9
50 84.9 | 84.7 | 83.6(83.3(82.4(81.5(80.9|80.6|79.8(79.3|78.7|78.6|78.3|78.2|78.0|78.0|77.3|77.5|77.9
55 67.5| 66.8 | 66.8 | 66.0 | 65.0 | 65.2 | 64.3 | 64.0 | 63.6 | 63.2 | 62.6 | 62.8 | 62.7 | 62.7 | 62.5 | 62.8 | 62.3 | 62.0 | 62.1
60 52.9 | 52.9(52.1|51.7|51.2|50.5|49.9|49.9|49.0 | 48.5 | 48.0 | 48.0 | 47.9 | 48.3 | 48.0 | 48.1 | 48.3 | 47.8 | 48.0
65 38.3|38.0(37.9|37.3|36.2|36.2|35.6|35.0(34.3|33.9(33.3|33.633.233.2|33.633.7]33.5/|33.3]33.6
70 24.1|24.2|23.8(23.7(22.9|22.4|22.1|21.5(20.7|20.4|20.2|20.2|20.3|20.3|20.4|20.620.1|20.0]20.4
75 12.7 | 12.7 | 12.5|12.5|12.0| 11.7 | 11.1| 10.7 | 10.4 | 10.1 | 9.91 | 10.2 | 10.1 | 10.1 | 10.1 | 10.1 | 9.76 | 9.91 | 10.1
80 4.89|4.98|4.90 | 5.02|4.60 | 4.27 | 3.94 | 3.82|3.50 | 3.50 | 3.43 | 3.34|3.42|3.56 | 3.37|3.42 | 3.32|3.34 3.45
85 0.820.79|0.76 | 0.71 | 0.68 | 0.65 | 0.62 | 0.58 | 0.59 | 0.54 | 0.53 | 0.49 | 0.49 | 0.49 | 0.55 | 0.55 | 0.57 | 0.55 | 0.55
90 0.20 | 0.19|0.20 | 0.19|0.20 | 0.19 | 0.20 | 0.20 | 0.20 | 0.20 | 0.20 | 0.20 | 0.21 | 0.21 | 0.22 | 0.22 | 0.22 | 0.22 | 0.22
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG

Test Speed: HIGH

Temperature:25.3°C
Operators:
Test Date:01 September 2022

Y
te

st System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]
Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF1/244524
POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868 | 4868
5 4403 | 4433 | 4449 | 4487 | 4507 | 4551 | 4569 | 4605 | 4616 | 4649 | 4661 | 4690 | 4695 | 4714 | 4711 | 4728 | 4718
10 3093 | 3154 | 3174 | 3248 | 3278 | 3353 | 3382 | 3454 | 3480 | 3546 | 3556 | 3602 | 3602 | 3634 | 3618 | 3642 | 3612
15 1455 | 1502 | 1514 | 1571 | 1592 | 1663 | 1685 | 1878 | 1775 | 1952 | 1852 | 2005 | 1889 | 2029 | 1895 | 2034 | 1891
20 632 | 649 | 657 | 675 | 769 | 712 | 809 | 748 | 842 | 767 | 866 | 787 | 883 | 798 | 889 | 804 | 888
25 354 | 361 | 366 | 374 | 379 | 386 | 391 | 400 | 402 | 405 | 405 | 412 | 412 | 414 | 411 | 415 | 414
30 246 | 248 | 249 | 251 | 253 | 254 | 257 | 257 | 257 | 259 | 258 | 261 | 263 | 263 | 262 | 263 | 261
35 180 | 183 | 185 | 188 | 191 | 197 | 197 | 202 | 204 | 202 | 204 | 206 | 205 | 207 | 206 | 204 | 205
40 124 | 126 | 126 | 129 | 131 | 133 | 134 | 137 | 137 | 138 | 139 | 141 | 140 | 141 | 139 | 139 | 138
45 97.1|98.3|98.4 | 101 | 101 | 103 | 104 | 106 | 106 | 107 | 107 | 108 | 107 | 108 | 106 | 106 | 105
50 77.7 | 78.7 | 79.3 | 80.4 | 81.2 | 82.8 | 83.7 | 84.6 | 84.9 | 86.1 | 86.6 | 87.5 | 87.2 | 87.4 | 86.8 | 87.0 | 85.8
55 62.2 | 63.1|63.5|64.4|65.0| 66.0 | 66.1|67.5|67.8|68.0|68.9|69.4|68.9|69.7|69.2|68.7|68.6
60 48.7 | 49.2 | 49.2 | 50.7 | 50.9 | 51.4 | 52.1 | 52.4 | 52.8 | 53.9 | 53.9 | 54.2 | 54.6 | 54.1 | 54.2 | 54.4 | 53.5
65 34.0|35.1|34.9|35.6|36.4|37.3|37.3|38.0|38.3[39.0|39.7(39.9(39.6|40.1|39.8|39.5/39.0
70 20.8 | 21.5|21.9|22.7 | 23.1|23.6|23.8|24.0|24.0|25.1|25.6|25.7|25.9|25.8|25.5|25.5/24.9
75 10.3(10.9|11.3 | 11.7 |12.0 | 12.3 (12.3 | 12.6 | 12.7 | 13.2 | 13.5 | 14.1 | 14.1 | 14.0 | 13.7 | 13.5 | 13.3
80 3.56 | 3.81 | 4.16 | 4.47 | 4.49 | 4.58 | 4.64 | 4.70 | 4.85 | 5.26 | 5.45 | 5.67 | 5.77 | 5.69 | 5.46 | 5.19 | 5.01
85 0.58 | 0.59 | 0.63|0.63|0.67|0.65|0.73|0.80|0.85|0.95|0.96|1.02|1.00|1.01|0.95|0.96]0.90
90 0.21 | 0.21|0.21|0.20 | 0.20 | 0.20 | 0.20 | 0.20 | 0.20 | 0.20 | 0.21 | 0.21 | 0.21 | 0.20 | 0.21 | 0.21 | 0.21
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:01 September 2022 Remarks:




