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LAMP PHOTOMETRIC REPORT

MODEL: 96GRF1/31524

POWER: 3W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 195.76 1m -/+180
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AVERAGE BEAM ANGLE (50%) :16.7 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 348.1 322.3 337.4 396.1 452.5 469.9 457.1 400.8 0- 10 64.46 64.46 32.9
20 112.6 109.8 110.1 116.5 124.3 125.4 119.5 113.3 10- 20 57.43 121.9 62.3
30 44.28 43.50 40.53 43.12 44 .36 45.19 47.65 45.86 20- 30 33.65 155.5 79.5
40 18.61 19.36 18.43 18.77 19.42 19.54 21.12 18.93 30— 40 18.42 174.0 88.9
50 9.135 11.22 10.62 9.107 11.09 11.03 9.349 11.07 40- 50 11.06 185.0 94.5
60 4.200 5.4098 4,185 3.946 5.873 4,998 4,929 5.499 50- 60 6.580 191.6 97.9
70 1.579 1.653 1.528 1.686 1.831 1.561 2.203 1.783 60— 70 3.125 194.7 99.5
80 0.3008 0.3301 0.1415 0.2965 0.2421 0.3181 0.4178 0.2750 70- 80| 0.9375 195.7 99.9
90 0 0 0 0 0 0.0027 0 0 80- 90| 0.1011 195.8 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:01 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF1/31524

POWER: 3W

VOLTAGE: 230V

WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045
5 744 | 739 | 727 | 727 | 720 | 724 | 722 | 736 | 745 | 766 | 778 | 798 | 810 | 831 | 843 | 862 | 872 | 889 | 901
10 348 | 342 | 331 | 328 | 322 | 322 | 319 | 323 | 324 | 337 | 347 | 364 | 375 | 392 | 400 | 419 | 428 | 444 | 453
15 184 | 186 | 184 | 183 | 180 | 179 | 176 | 175 | 174 | 174 | 174 | 178 | 181 | 188 | 191 | 196 | 199 | 203 | 207
20 113 | 113 | 112 | 112 | 110 | 110 | 108 | 108 | 108 | 110 | 110 | 112 | 113 | 116 | 117 | 120 | 121 | 123 | 124
25 70.9 | 70.9|71.1|70.6 | 69.7 | 68.8 | 67.0 | 65.9 | 64.9 | 64.8 | 65.2 | 66.8 | 68.1 | 69.6 | 69.8 | 71.4 | 71.8 | 72.2 | 72.7
30 44.3 | 44.7 | 44.1 | 45.1 | 44.0 | 43.0 | 42.3 | 41.5|40.6 | 40.5 | 40.2 | 40.4 | 41.6 | 43.5 | 42.8 | 44.2 | 44.4 | 44.3 | 44 .4
35 29.4(29.9(30.3|29.7|28.9|28.5|28.0|27.9|27.3|26.6|25.8|25.9|26.4|27.0/|27.9|28.2|28.3|28.5]28.1
40 18.6 | 19.7 | 18.9|19.3 [ 19.5|19.2 (19.2 | 19.1|18.7 | 18.4 |18.1| 17.8|18.0 | 18.8 | 18.8 | 19.6 | 19.0 | 19.1 | 19.4
45 13.3|13.2(13.2|13.6 | 14.4|14.9|15.1 | 15.2 |14.8 | 14.2 |13.6 | 13.3|13.1|12.5|12.7 | 13.0|14.0| 14.6 | 15.2
50 9.14 | 9.49 | 10.0 | 10.4 | 10.7 | 11.7 |11.8 | 11.7 |11.4 | 10.6 | 9.64 | 9.52 | 8.71 | 8.93 | 9.28 | 9.61 | 9.84 | 10.5 | 11.1
55 6.09 | 6.67 | 7.16 | 7.57 | 7.91|8.36|8.75|8.59|8.06|6.71|5.94|5.55|5.37|5.58|6.09|6.73|7.23|7.77 | 8.17
60 4.20 | 4.41|4.96|5.32|5.48 | 5.51 | 5.92 | 5.92 | 4.69 | 4.19 | 3.87 | 3.58 | 3.51 | 3.73 | 4.16 | 4.72 | 5.06 | 5.42 | 5.87
65 2.88 2.97|3.26|3.40|3.02|2.95|3.14|3.03(2.88|2.71|2.48 |2.30|2.26|2.48 | 2.77|3.20| 3.38| 3.55]3.75
70 1.58|1.76 | 1.91|1.89|1.68|1.63|1.64|1.68|1.67|1.53|1.36|1.26|1.41|1.60|1.77|1.83|1.81|1.82|1.83
75 0.80|0.83|0.89|0.90|0.90|0.83|0.81|0.74|0.70 | 0.60 | 0.61 | 0.60 | 0.68 | 0.75 | 0.86 | 0.90 | 0.86 | 0.84 | 0.88
80 0.30 | 0.34|0.37|0.36|0.36 | 0.30|0.23|0.18 | 0.18 | 0.14 | 0.17 | 0.16 | 0.22 | 0.26 | 0.33 | 0.31 | 0.32 | 0.29 | 0.24
85 0.10 | 0.08 | 0.10 | 0.08 | 0.10 | 0.06 | 0.08 | 0.04 | 0.06 | 0.00 | 0.02 | 0.04 | 0.08 | 0.06 | 0.10 | 0.07 | 0.09 | 0.05 | 0.05
90 0.00 | 0.00| 0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/|0.00|0.00/0.00/|0.00]0.00
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG

Test Speed: HIGH
Temperature:25.3°C
Operators:

Test Date:01 September 2022

Y
te

st System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]
Remarks:




EV=RFINE

EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 3 Of 3

LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF1/31524
POWER: 3W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045 | 1045
5 900 | 909 | 906 | 914 | 908 | 910 | 898 | 894 | 875 | 866 | 845 | 833 | 811 | 801 | 781 | 771 | 754
10 452 | 464 | 464 | 472 | 468 | 474 | 467 | 469 | 457 | 452 | 433 | 423 | 404 | 397 | 381 | 372 | 357
15 207 | 211 | 212 | 215 | 213 | 214 | 210 | 207 | 200 | 197 | 189 | 186 | 182 | 182 | 181 | 182 | 182
20 124 | 126 | 126 | 127 | 124 | 125 | 123 | 123 | 119 | 118 | 115 | 114 | 113 | 113 | 112 | 113 | 112
25 72.1|72.7 |72.4|73.9|74.1|75.0|74.8 | 76.3 | 75.2 | 75.5|74.9|74.3|72.8|72.4|71.6|71.8| 71.2
30 44.2 | 44.6 | 44.5 | 44.9 | 45.4 | 46.2 | 47.3 | 46.6 | 47.7 | 48.2 | 47.6 | 47.0 | 45.9 | 45.8 | 45.1 | 44.5 | 44.0
35 27.8|27.9|27.6|28.1|29.5|30.5|31.5|32.5|32.6|32.7|31.9|30.128.1|28.3|27.8|27.9]28.6
40 19.6 | 19.7 | 19.5 | 19.6 | 19.5 | 20.1 | 20.7 | 20.6 | 21.1 | 20.6 | 19.6 | 19.5 | 19.1 | 18.8 | 18.7 | 18.7 | 18.4
45 15.6 | 15.6 | 15.6 | 15.9 | 15.5 | 15.2 | 13.8 | 13.6 | 13.1 | 14.3 | 14.3 | 14.4 | 14.4 | 14.3 | 14.0 | 13.8 | 13.1
50 11.9 (12.3|12.1|11.5|10.6 | 9.82 | 9.21 | 9.16 | 9.35| 9.95| 10.7 | 10.9 | 11.0 | 11.1 | 10.7 | 9.77 | 8.99
55 8.539.17 | 8.65|7.63|7.10| 6.71 | 6.49 | 6.56 | 6.77 | 7.17 | 7.66 | 8.17 | 8.17 | 8.10 | 6.97 | 6.03 | 5.72
60 6.02 |5.72 | 5.52 | 5.25 | 4.74 | 4.46 | 4.32 | 4.74 | 4.93 | 5.16 | 5.26 | 5.64 | 5.73 | 5.27 | 4.52 | 4.23 | 4.08
65 3.33|3.11 | 3.04 | 3.17 | 2.97 | 2.92 | 3.04 | 3.20| 3.43 | 3.54|3.57|3.73|3.46|3.04|2.86|2.88 | 2.83
70 1.83(1.83|1.70 |1.60 | 1.52 | 1.66|1.95|2.21|2.20|2.10|2.00|1.86|1.79|1.78|1.69| 1.62 | 1.57
75 0.93|/0.88|0.80|0.73 | 0.78 | 0.82|0.91|0.95|0.97 |0.97 |0.93|0.86|0.84|0.83|0.83|0.79/|0.75
80 0.24 | 0.22 | 0.26 | 0.29 | 0.35| 0.35|0.40 | 0.40 | 0.42 | 0.39 | 0.38 | 0.34 ([ 0.32 | 0.23 | 0.22 | 0.19 | 0.24
85 0.07 | 0.05 | 0.08 | 0.05|0.08|0.07|0.10 | 0.05| 0.07 | 0.07 | 0.09 | 0.06 | 0.08 | 0.05 | 0.08 | 0.06 | 0.09
90 0.00 | 0.00 | 0.00 | 0.00 | 0.01 | 0.00|0.01|0.00|0.00|0.00|0.00|0.000.00|0.00/|0.00|0.00|0.00
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:01 September 2022 Remarks:




