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LAMP PHOTOMETRIC REPORT

MODEL: 96GRF4/52412

POWER: 1W VOLTAGE: 12V WORKING VOLTAGE: 12V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 212.81 1m ~/+180

-150 150

-120 120

20

©30/210,25.6
—60/240,25.5
©90/270,25.1

AVERAGE BEAM ANGLE (50%) :25.5 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 591.4 541.1 463.3 450.9 522.9 570.1 610.7 610.5 0- 10 65.15 65.15 30.6
20 200.3 137.0 94.15 89.34 129.2 187.1 229.6 226.1 10- 20 87.35 152.5 71.7
30 53.29 27.08 19.38 17.51 25.47 54.90 83.31 76.99 20- 30 41.06 193.6 91
40 7.689 6.272 5.736 4.973 5.532 8.877 19.14 15.48 30— 40 14.33 207.9 97.7
50 1.741 1.648 1.679 1.452 1.549 1.640 1.572 1.605 40- 50 3.179 211.1 99.2
60 0.8023 0.6521 0.6563 0.5940 0.5845 0.6278 0.7440 0.7644 50- 60| 0.9389 212.0 99.6
70 0.4146 0.3328 0.2885 0.2756 0.2680 0.3301 0.4059 0.4149 60— 70| 0.4825 212.5 99.8
80 0.1896 0.1453 0.1062 0.1092 0.1082 0.1467 0.1909 0.1870 70- 80| 0.2537 212.7 100
90 0 0 0 0 0 0 0 0 80- 90| 0.0714 212.8 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:06 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF4/52412

POWER: 1W VOLTAGE: 12V WORKING VOLTAGE: 12V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843
5 766 | 762 | 756 | 755 | 750 | 747 | 737 | 732 | 723 | 721 | 715 | 715 | 712 | 716 | 717 | 723 | 725 | 733 | 738
10 591 | 585 | 571 | 562 | 546 | 536 | 513 | 495 | 472 | 463 | 453 | 451 | 445 | 449 | 453 | 469 | 482 | 505 | 523
15 369 | 355 | 335 | 321 | 301 | 286 | 260 | 243 | 223 | 214 | 201 | 198 | 194 | 200 | 205 | 219 | 233 | 254 | 271
20 200 | 189 | 173 | 169 | 142 | 132 | 117 | 108 | 98.9 | 94.1 | 90.4 | 88.8 | 87.6 | 88.1 | 90.6 | 96.9 | 104 | 117 | 129
25 108 [ 99.4|90.9|76.6 | 67.4 | 59.8|53.8|50.0|45.9|43.2|41.0|39.9(38.8|38.9|39.0|41.6|45.4|51.6|58.4
30 53.3|45.1(39.3|33.3|28.6|25.5|22.6|21.2|20.0|19.4|18.8|18.5|17.6|17.4|17.6|18.6|19.9|22.5] 25.5
35 21.6 | 18.3|15.5|14.1|12.7 |12.0| 11.3 | 11.0| 10.5 | 10.2 | 9.98 | 9.70 | 9.27 | 9.19 | 9.22 | 9.46 | 9.69 | 10.4 | 11.3
40 7.69|7.01|6.66|6.47 | 6.31 | 6.24|6.20 | 6.21 | 6.06 | 5.74 | 5.41 | 5.16 | 4.92 | 4.94 | 5.01 | 5.07 | 5.08 | 5.33 | 5.53
45 3.23(3.12(3.01|3.04|3.11|3.26|3.37|3.51(3.42|3.20(2.92|2.71|2.59|2.64|2.73|2.79|2.79|2.86]2.85
50 1.74|1.63|1.53|1.46 |1.57|1.72|(1.84|1.80|1.77|1.68|1.56|1.45|1.38|1.41|1.50|1.55|1.60|1.62 |1.55
55 1.16 |1.08 | 1.04 | 0.96 [ 0.96|0.99(1.07|1.10 (1.11|1.04 |0.96|0.87|0.87 | 0.87|0.94|0.96|0.99|0.98 |0.93
60 0.80 | 0.75|0.73|0.66 | 0.66 | 0.64 | 0.70 | 0.70 | 0.72 | 0.66 | 0.63 | 0.56 | 0.57 | 0.57 | 0.62 | 0.61 | 0.64 | 0.61 | 0.58
65 0.57 | 0.53|0.53|0.48|0.48 | 0.44 | 0.47 | 0.46 | 0.47 | 0.43 [ 0.43 | 0.38 | 0.40 | 0.38 | 0.42 | 0.40 | 0.43 | 0.39 | 0.39
70 0.41 | 0.37|0.39|0.34|0.35|0.31|0.34|0.31|0.33|0.29|0.30|0.26|0.28 |0.26|0.29|0.26|0.29| 0.26 | 0.27
75 0.29 | 0.26|0.28 |0.24|0.26 | 0.22|0.24 |0.20|0.22|0.19|0.21|0.18 | 0.20 | 0.17 | 0.20 | 0.17 | 0.20 | 0.17 | 0.18
80 0.19|/0.16|0.18 | 0.14 | 0.16 | 0.13 | 0.15 | 0.11 | 0.14 | 0.11 | 0.13 | 0.10 | 0.12 | 0.09 | 0.13 | 0.10 | 0.13 | 0.10 | 0.11
85 0.09|0.06|0.08|0.05|0.07|0.04|0.07|0.04|0.06|0.03|[0.06|0.03|0.06|0.03|[0.05|0.03|0.06|0.03]0.04
90 0.00 | 0.00| 0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/|0.00|0.00/0.00/|0.00]0.00
C Range: - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG

Test Speed: HIGH

Temperature:25.3°C
Operators:
Test Date:06 October 2022

Y
te

Remarks:

st System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]




EV=RFINE

EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 3 Of 3

LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF4/52412
POWER: 1W VOLTAGE: 12V WORKING VOLTAGE: 12V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843 | 843
5 740 | 746 | 749 | 757 | 761 | 768 | 771 | 774 | 774 | 779 | 779 | 780 | 776 | 777 | 774 | 776 | 772
10 534 | 547 | 552 | 565 | 575 | 591 | 598 | 607 | 611 | 621 | 621 | 621 | 612 | 609 | 602 | 604 | 600
15 286 | 305 | 320 | 341 | 356 | 372 | 377 | 389 | 396 | 409 | 408 | 408 | 399 | 395 | 387 | 388 | 381
20 139 | 153 | 166 | 181 | 193 | 207 | 216 | 225 | 230 | 237 | 234 | 235 | 228 | 224 | 217 | 215 | 210
25 66.3 | 76.0 | 90.6 | 98.3 | 108 | 117 | 125 | 132 | 135 | 136 | 134 | 136 | 134 | 131 | 125 | 122 | 116
30 29.3|35.7 | 42.5|51.2 | 58.7|67.6|74.5|78.6|83.3|80.4|79.3|79.3|78.3|75.7|70.9|66.8]|61.3
35 12.8 | 15.2 | 18.1 | 22.3 | 26.7 | 32.5 | 38.7 | 43.2 | 44.4 | 42.9 | 42.0 | 42.0 | 41.3 | 40.2 | 35.5 | 30.2 | 25.3
40 6.07 | 6.66 | 7.45 | 8.23 | 9.52 | 12.3 | 15.2 | 18.2 | 19.1 | 18.0 | 15.8 | 16.7 | 15.8 | 15.2 | 12.4 | 10.2 | 8.99
45 2.90 | 3.02|3.04|3.36|3.68|4.20|4.90|5.47 | 5.57 | 5.38|4.95|4.93 |4.33|4.28|3.75| 3.66 | 3.41
50 1.52(1.48 | 1.49|1.59|1.69|1.67 |1.52|1.51|1.57 |1.65|1.77 |1.63|1.59|1.62|1.71|1.74|1.74
55 0.92 | 0.90 | 0.94 | 0.94 | 0.96 | 0.94 | 0.98 | 1.00 | 1.05|1.05|1.07 | 1.05|1.07|1.06|1.12|1.12 1.15
60 0.60 | 0.60 | 0.63 | 0.61 | 0.64 | 0.64 | 0.70 | 0.71 | 0.74 | 0.72 | 0.76 | 0.74 [ 0.77 | 0.76 | 0.80 | 0.78 | 0.80
65 0.42 | 0.41 | 0.45| 0.43 | 0.47 | 0.46 | 0.51 | 0.51 | 0.55 | 0.53 | 0.56 | 0.54 | 0.58 | 0.55 | 0.58 | 0.55 | 0.57
70 0.30|0.29|0.32|0.31|0.35|0.33|0.38|0.37|0.41|0.39|0.42|0.40 | 0.43 | 0.40 | 0.43 | 0.40 | 0.42
75 0.210.19 | 0.23|0.21 | 0.25 | 0.24 | 0.27 | 0.26 | 0.29 | 0.27 | 0.30 | 0.28 [ 0.31 | 0.28 | 0.31 | 0.28 | 0.30
80 0.13]0.12 | 0.15|0.13 | 0.16 | 0.14 | 0.18 | 0.16 | 0.19 | 0.17 | 0.20 | 0.17 [ 0.20 | 0.17 | 0.20 | 0.17 | 0.20
85 0.07 | 0.05 | 0.07 | 0.06 | 0.08 | 0.06 | 0.08 | 0.07 | 0.10 | 0.07 | 0.10 | 0.07 | 0.10 | 0.07 | 0.10 | 0.08 | 0.10
90 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 [ 0.00 | 0.00 | 0.00 | 0.00 | 0.00
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:06 October 2022 Remarks:




