EV=RFINE

EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 1 Of 3

LAMP PHOTOMETRIC REPORT

MODEL: 96GRF4/524220

POWER: 1W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 214.03 1m ~/+180
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AVERAGE BEAM ANGLE (50%) :24.7 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 513.7 532.4 562.0 591.7 615.6 580.8 528.1 506.4 0- 10 66.34 66.34 31
20 162.9 179.6 186.4 177.4 175.7 144.5 137.7 145.1 10- 20 87.35 153.7 71.8
30 47.25 58.79 57.36 47.45 40.70 33.55 32.40 35.69 20- 30 42 .57 196.3 91.7
40 7.712 9.237 9.109 8.455 7.866 6.934 5.939 5.857 30— 40 13.12 209.4 97.8
50 1.553 1.591 1.693 1.952 1.956 1.824 1.544 1.412 40- 50 2.959 212.3 99.2
60 0.6665 0.7006 0.7055 0.7593 0.7116 0.7128 0.6629 0.6114 50- 60| 0.9756 213.3 99.7
70 0.3226 0.3232 0.3102 0.3318 0.3139 0.3163 0.3107 0.2907 60— 70| 0.4752 213.8 99.9
80 0.1032 0.0991 0.0898 0.1038 0.0892 0.1005 0.1117 0.0915 70- 80| 0.2123 214.0 100
90 0 0 0 0 0 0 0 0 80- 90| 0.0328 214.0 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:06 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF4/524220

POWER: 1W

VOLTAGE: 230V

WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 | 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867
5 720 | 725 | 726 | 732 | 733 | 740 | 743 | 750 | 753 | 760 | 763 | 772 | 778 | 790 | 796 | 808 | 811 | 818 | 819
10 514 | 524 | 524 | 529 | 529 | 536 | 541 | 552 | 555 | 562 | 564 | 574 | 578 | 590 | 593 | 603 | 605 | 613 | 616
15 297 | 307 | 309 | 313 | 315 | 321 | 325 | 334 | 334 | 336 | 336 | 342 | 343 | 349 | 343 | 344 | 337 | 338 | 333
20 163 | 178 | 173 | 177 | 177 | 182 | 184 | 189 | 187 | 186 | 183 | 183 | 181 | 180 | 174 | 185 | 169 | 179 | 176
25 94.0(99.2 | 101 | 104 | 105 | 109 | 109 | 111 | 109 | 109 | 105 | 104 | 102 | 99.5 | 96.7 | 95.0 | 90.8 | 89.0 | 88.4
30 47.2 | 51.0 | 52.5|55.7 | 57.5 | 60.1 | 59.4 | 60.6 | 59.2 | 57.4 | 55.4 | 54.3 | 50.5 | 48.4 | 46.5 | 45.9 | 43.2 | 41.9 | 40.7
35 19.7 | 21.9|24.4|25.5|25.7 | 26.5[26.7|27.1|25.6|25.4|24.9|24.1|21.4[20.7|19.8|19.3|18.4|18.1|17.3
40 7.71|8.38|8.90|9.46 | 9.28 | 9.19 | 9.15 | 9.54 | 8.93 | 9.11 | 9.51 | 9.53 | 8.81 | 8.54 | 8.37 | 8.62 | 8.37 | 8.26 | 7.87
45 3.10 | 3.30 | 3.42 | 3.63 [ 3.79 | 3.69|3.65|3.62|3.74|3.83|3.89(3.88|3.87|3.85|3.86|4.01|3.94|3.903.79
50 1.55[1.59 (1.55]1.53|1.57 |1.61|1.73|1.78|1.71 |1.69|1.73|1.81|1.92|1.98|1.93|1.90|1.88|1.97|1.96
55 0.99/0.97 [1.01|1.00[1.04|1.02|1.06|1.05|1.08[1.06|1.10|1.10|1.14|1.16|1.19|1.18|1.18 |1.15|1.11
60 0.67 | 0.65|0.69|0.68|0.72|0.68|0.71|0.69|0.72|0.71|0.73|0.71|0.75|0.74|0.78 |0.76|0.78 | 0.74 | 0.71
65 0.46 | 0.44 | 0.48 | 0.46 [ 0.49 | 0.47 | 0.49 | 0.46 | 0.49 | 0.47 | 0.50 | 0.47 | 0.50 | 0.48 | 0.52 | 0.51 | 0.52 | 0.49 | 0.47
70 0.32|0.29]0.33/0.310.34/0.31/0.33/0.31/0.33]{0.31/0.34[0.31|0.34/0.32|0.35|0.32|0.35|0.32|0.31
75 0.20|0.18 | 0.21 | 0.19 | 0.22 | 0.18 | 0.21 | 0.19 | 0.22 | 0.20 | 0.22 [ 0.19 [ 0.22 | 0.19 | 0.22 | 0.20 | 0.22 | 0.19 | 0.19
80 0.10|0.08 | 0.11 | 0.08 | 0.11 | 0.08 | 0.11 | 0.08 | 0.11 | 0.09 | 0.11 ] 0.09 | 0.11|0.09|0.11 | 0.09|0.12|0.10 | 0.09
85 0.02 | 0.00|0.02|0.00|0.02|0.00|0.02|0.00)|0.03|[0.00|0.02|0.00]|0.03)|0.00]|0.03|0.01|0.03]|0.01|0.01
20 0.00 | 0.00 | 0.00|0.00|0.00|0.00|0.00]|0.00)0.00|0.00|0.00|0.00]0.00)0.00]|0.00|0.00]|0.00]0.00]|0.00
C Range: - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Operators:
Test Date:06 October 2022

Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF4/524220
POWER: 1W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867 | 867
5 815 | 813 | 805 | 803 | 795 | 789 | 778 | 771 | 761 | 756 | 747 | 741 | 732 | 726 | 719 | 719 | 717
10 609 | 604 | 592 | 588 | 574 | 566 | 549 | 542 | 528 | 524 | 516 | 516 | 508 | 505 | 498 | 501 | 504
15 321 | 316 | 305 | 301 | 295 | 291 | 279 | 275 | 270 | 271 | 268 | 271 | 269 | 272 | 272 | 280 | 287
20 161 | 165 | 148 | 145 | 144 | 145 | 141 | 141 | 138 | 138 | 138 | 143 | 143 | 147 | 148 | 153 | 156
25 87.2 |81.0|81.5|78.5|74.4|74.6|72.7|71.8|72.6|73.7|74.5|77.1|78.8|80.4|85.6|87.7|89.3
30 38.7 | 37.5|35.2|34.3|32.832.9|32.6|32.1|32.4|32.2|32.8|34.0(34.8|36.6|39.4|42.8]45.0
35 16.7 | 16.0 | 15.1 | 14.5 | 13.9 | 13.6 | 13.3 | 13.3 | 13.1 | 13.0 | 12.8 | 13.5 | 13.6 | 14.6 | 15.8 | 17.3 | 18.7
40 7.75|7.63|7.31|7.13 | 6.74 | 6.55 | 6.32 | 6.20 | 5.94 | 5.89 | 5.69 | 5.79 [ 5.72 | 5.99 | 6.34 | 6.79 | 7.10
45 3.79 | 3.76 | 3.74 | 3.69 | 3.49 | 3.34 | 3.14 | 3.07 | 2.94 | 2.86 | 2.75|2.75 | 2.67 | 2.69|2.70 | 2.79 | 2.82
50 1.99(1.99(1.90|1.85|1.80|1.72 |1.63|1.55|1.54|1.52|1.51 |1.47 |1.44|1.39|1.39|1.39|1.44
55 1.15|1.14|1.14 | 1.09 | 1.07 | 1.00 [ 0.99 | 0.95 | 0.98 | 0.96 | 0.97 | 0.92 | 0.92 | 0.89 | 0.91 | 0.91 | 0.94
60 0.75|0.74 | 0.76 | 0.72 | 0.71 | 0.65 | 0.65 | 0.63 | 0.66 | 0.64 | 0.65 | 0.61 | 0.62 | 0.60 | 0.63 | 0.62 | 0.64
65 0.50 | 0.48 | 0.51 | 0.47 | 0.48 | 0.43 | 0.44 | 0.42 | 0.46 | 0.43 | 0.45 | 0.41 [ 0.43 | 0.41 | 0.45 | 0.43 | 0.46
70 0.340.31|0.34|0.310.32|0.29|0.31|0.28|0.31|0.29|0.31|0.27 [ 0.31|0.28 | 0.31|0.28|0.31
75 0.220.19|0.22|0.19 | 0.21 | 0.18 | 0.20 | 0.17 | 0.20 | 0.17 | 0.20 | 0.17 [ 0.20 | 0.17 | 0.21 | 0.18 | 0.20
80 0.12 [ 0.09|0.12|0.09 | 0.11 | 0.09 | 0.11 | 0.08 | 0.11 | 0.08 | 0.11 | 0.08 | 0.11 | 0.08 | 0.11 | 0.08 | 0.11
85 0.04 | 0.01|0.04|0.01|0.04|0.01|0.03|0.01|0.03|0.01|0.03|0.00(0.03|0.00/|0.02|0.00]|0.02
90 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 | 0.00 [ 0.00 | 0.00 | 0.00 | 0.00 | 0.00
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:06 October 2022 Remarks:




