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LAMP PHOTOMETRIC REPORT

MODEL: 99XLED638W

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 1267.0 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

427.1 426.7 426.6 426.9 427.4 428.0 428.1 427.8 41.13 41.13 3.25

405.4 404.5 404.4 404.9 405.9 407.0 407.5 406.9 118.1 159.2 12.6

370.1 368.8 368.7 369.4 370.7 372.4 373.2 372.3 179.7 338.9 26.8

322.4 320.6 320.6 321.3 322.8 325.0 326.2 325.1 217.9 556.8 44

263.4 261.3 261.3 262.0 263.8 266.3 267.9 266.6 227.4 784.2 61.9

195.3 193.1 193.4 193.8 195.3 198.3 200.6 199.1 206.4 990.6 78.2

121.8 120.1 121.3 121.2 121.6 124.9 128.0 126.6 158.2 1149 90.7

51.23 50.02 51.23 51.31 51.00 54.17 57.32 55.91 92.09 1241 97.9

0.7076 0.7160 0.7348 0.7226 0.6151 0.6208 0.6586 0.6355 26.00 1267 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:25 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99XLED638W

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 435

5 433

10 427

15 418

20 405

25 389

30 370

35 348

40 322

45 294

50 263

55 230

60 195

65 159

70 122

75 85.5

80 51.2

85 21.4

90 0.71

10

435

433

427

418

405

389

370

347

322

294

263

230

195

159

122

84.9

50.7

21.0

0.71

20

435

433

427

418

405

389

369

347

321

293

262

229

194

157

120

84.1

50.0

20.5

0.71

30

435

432

427

418

405

389

369

347

321

293

262

229

194

158

121

84.0

50.0

20.5

0.71

40

435

432

427

417

405

388

369

346

321

292

261

228

193

157

120

83.8

49.8

20.3

0.72

50

435

432

427

417

404

388

369

346

321

292

261

228

193

157

120

84.1

50.2

20.4

0.72

60

435

432

427

417

404

388

369

346

320

292

261

228

193

157

120

84.2

50.3

20.4

0.72

70

435

432

427

417

404

388

369

346

320

292

261

228

193

157

121

84.6

50.7

20.6

0.72

80

435

432

427

417

404

388

369

346

320

292

261

228

193

157

121

84.8

50.9

20.6

0.72

90

435

432

427

417

404

388

369

346

321

292

261

228

193

158

121

85.3

51.2

20.8

0.73

100

435

432

427

417

404

388

369

346

321

292

261

228

193

157

121

85.3

51.2

20.8

0.73

110

435

432

427

417

405

388

369

346

321

292

262

229

194

158

122

85.5

51.5

21.0

0.73

120

435

432

427

417

405

389

369

346

321

293

262

229

194

158

121

85.3

51.3

21.0

0.72

130

435

432

427

418

405

389

369

347

321

293

262

229

194

158

122

85.4

51.5

21.1

0.72

140

435

433

427

418

405

389

369

347

321

293

262

229

194

158

121

85.1

51.2

21.1

0.72

150

435

433

427

418

405

389

370

347

322

293

262

229

194

158

121

85.1

51.2

21.2

0.72

160

435

433

427

418

405

389

370

347

322

294

263

229

194

158

121

84.7

50.8

21.1

0.72

170

435

433

427

418

406

390

370

348

322

294

263

230

195

159

121

84.8

50.9

21.3

0.71

180

435

433

427

418

406

390

371

348

323

295

264

231

195

159

122

84.9

51.0

21.6

0.62

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:25 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99XLED638W

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 435

5 433

10 428

15 419

20 406

25 390

30 371

35 349

40 323

45 295

50 264

55 231

60 196

65 159

70 122

75 85.1

80 51.2

85 21.8

90 0.62

200

435

433

428

419

406

391

371

349

324

296

265

232

197

160

123

86.0

51.9

22.4

0.61

210

435

433

428

419

407

391

372

350

324

296

265

232

197

160

123

86.9

52.6

22.8

0.61

220

435

433

428

419

407

391

372

350

325

297

266

233

198

162

125

88.0

53.8

23.6

0.61

230

435

433

428

419

407

391

372

350

325

297

267

233

199

162

125

88.6

54.6

24.2

0.63

240

435

433

428

419

407

392

373

351

326

298

267

234

200

163

127

90.2

55.7

25.0

0.62

250

435

433

428

419

407

392

373

351

326

298

267

235

200

164

127

90.5

56.3

25.4

0.65

260

435

433

428

420

408

392

373

351

326

299

268

235

201

165

128

91.8

57.2

25.9

0.65

270

435

433

428

420

408

392

373

351

326

298

268

235

201

165

128

91.7

57.3

26.0

0.66

280

435

433

428

420

408

392

373

351

326

299

268

236

201

165

129

92.3

57.7

26.3

0.66

290

435

433

428

419

407

392

373

351

326

298

268

235

200

165

128

91.6

57.3

26.0

0.66

300

435

433

428

419

407

392

373

351

326

298

268

235

200

165

128

91.7

57.1

25.8

0.65

310

435

433

428

419

407

391

372

350

325

297

267

234

199

163

127

90.5

56.2

25.2

0.64

320

435

433

428

419

407

391

372

350

325

297

266

234

199

163

126

90.1

55.6

24.7

0.63

330

435

433

428

419

406

391

372

349

324

296

265

233

198

162

125

88.8

54.3

23.8

0.63

340

435

433

427

419

406

390

371

349

324

296

265

232

197

161

124

87.8

53.4

23.2

0.62

350

435

433

427

418

406

390

371

348

323

295

264

231

196

160

123

86.6

52.2

22.2

0.62

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:25 October 2022 Remarks:


