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LAMP PHOTOMETRIC REPORT

MODEL: 99XLED639W

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):114.1 DEG
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TOTAL FLUX: 1795.1 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

604.4 604.0 603.9 604.0 604.5 605.1 605.3 605.1 58.20 58.20 3.24

574.0 573.0 573.0 573.4 574.1 575.1 575.9 575.4 167.1 225.3 12.5

524.3 523.0 522.9 523.4 524.5 525.9 527.2 526.6 254.4 479.6 26.7

457.0 455.2 455.1 455.8 457.0 458.7 460.6 460.0 308.5 788.1 43.9

373.9 371.7 371.7 372.2 373.4 375.6 378.0 377.5 322.1 1110 61.8

277.8 275.3 275.7 276.1 276.5 279.2 282.5 282.1 292.6 1403 78.1

174.0 171.5 173.2 173.4 172.2 174.8 179.9 179.7 224.4 1627 90.6

74.05 71.76 74.02 74.19 72.54 74.73 79.84 79.73 130.8 1758 97.9

1.031 1.029 1.045 1.044 0.8947 0.8915 0.9198 0.9230 37.10 1795 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:27 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99XLED639W

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 615

5 612

10 604

15 592

20 574

25 552

30 524

35 493

40 457

45 417

50 374

55 327

60 278

65 226

70 174

75 122

80 74.1

85 31.7

90 1.03

10

615

612

604

592

574

551

524

493

457

417

374

327

277

226

173

122

73.1

30.9

1.03

20

615

612

604

591

573

551

523

492

456

416

373

326

276

225

172

120

71.9

30.0

1.03

30

615

612

604

591

573

551

523

492

456

416

372

326

276

224

172

120

71.8

29.8

1.03

40

615

612

604

591

573

550

523

491

455

415

372

325

275

224

171

120

71.5

29.6

1.03

50

615

612

604

591

573

550

523

491

455

415

372

325

275

224

172

120

72.0

29.9

1.03

60

615

612

604

591

573

550

523

491

455

415

371

324

275

224

172

120

72.2

29.9

1.04

70

615

612

604

591

573

550

523

491

455

415

372

325

275

224

172

121

73.1

30.4

1.04

80

615

612

604

591

573

550

523

491

455

415

371

325

275

224

172

121

73.3

30.4

1.05

90

615

612

604

591

573

550

523

491

455

415

372

325

276

225

173

122

74.0

30.8

1.05

100

615

612

604

591

573

550

523

491

455

415

372

325

276

225

173

122

74.1

30.7

1.05

110

615

612

604

591

573

550

523

492

456

416

372

325

276

225

174

123

74.6

31.0

1.05

120

615

612

604

591

573

551

523

492

456

416

372

325

276

225

173

122

74.4

30.9

1.05

130

615

612

604

591

573

551

523

492

456

416

372

326

276

225

174

123

74.5

31.1

1.05

140

615

612

604

591

573

551

523

492

456

416

372

325

276

225

173

122

73.9

30.8

1.04

150

615

612

604

592

574

551

524

492

456

416

373

326

276

225

173

122

73.8

30.9

1.04

160

615

612

604

591

574

551

524

492

456

416

372

326

276

224

172

121

73.1

30.6

1.03

170

615

612

605

592

574

551

524

493

457

417

373

326

276

225

172

121

72.9

30.7

1.03

180

615

612

605

592

574

552

525

493

457

417

373

326

277

225

172

121

72.5

30.7

0.89

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:27 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99XLED639W

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 615

5 612

10 605

15 592

20 574

25 552

30 525

35 493

40 457

45 417

50 374

55 327

60 277

65 225

70 172

75 120

80 72.2

85 30.7

90 0.89

200

615

612

605

592

575

552

525

493

458

418

374

327

278

226

173

121

72.7

31.1

0.89

210

615

613

605

592

575

552

525

494

458

418

375

328

278

226

173

121

73.0

31.4

0.89

220

615

612

605

593

575

553

526

494

459

419

376

329

279

227

174

123

74.2

32.2

0.89

230

615

612

605

593

575

553

526

494

459

419

376

329

279

228

175

123

75.2

32.8

0.90

240

615

613

605

593

576

553

527

495

460

420

377

330

281

229

177

125

76.8

33.9

0.89

250

615

613

605

593

576

554

527

495

460

420

377

330

281

230

178

126

77.8

34.5

0.91

260

615

613

605

593

576

554

527

496

461

421

378

331

282

231

179

128

79.2

35.5

0.90

270

615

613

605

593

576

554

527

496

461

421

378

332

283

232

180

128

79.8

35.9

0.92

280

615

613

605

593

576

554

528

496

461

422

379

332

283

233

181

130

80.7

36.5

0.92

290

615

613

605

593

576

554

527

496

461

421

378

332

283

232

181

129

80.6

36.4

0.93

300

615

613

605

593

576

554

527

496

461

421

378

332

283

232

181

130

80.8

36.5

0.92

310

615

612

605

593

575

553

527

495

460

421

378

331

282

232

180

129

80.0

36.0

0.93

320

615

612

605

593

575

553

526

495

460

420

377

331

282

231

179

128

79.4

35.6

0.92

330

615

613

605

592

575

553

526

495

459

419

376

330

281

230

178

127

78.1

34.6

0.92

340

615

612

605

592

575

552

525

494

459

419

376

329

280

229

177

126

77.0

33.9

0.90

350

615

612

605

592

574

552

525

493

458

418

375

328

279

228

175

124

75.4

32.7

0.90

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:27 October 2022 Remarks:


